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PRESENTATION

TECHNICAL DATA

 ELECTRICAL
Nominal voltage: 	 250 Vac Max
Current rating: 	 20 A Max
Contact resistance: 	 ≤ 10 mΩ
Insulation resistance: 	 > 10 MΩ

 CLIMATIC
Operating temperature: 	-40°C to +80°C
Salt spray: 	 96 h

 SOLDERABILITY
235°C / 5 s according NF EN 60068-2-20, test Tb, method 1

 MECHANIC
Vibrations : 	Sinusoidal, frequencies from 10 to 2000 Hz / 0,75 mm
	 NF EN 60068-2-6 04/2008

Bump : 	 40 A / 1000 bumps
	 NF EN 60068-2-29 01/1994

Shocks : 	 6 g / 20 mm
	 RTCA 00 160 G - section 7 Cat. D

 BRAZING HEAT RESISTANCE
350°C / 5 s according NF EN 60068-2-20, test Tb, method 1

 ROBUSTNESS OF TERMINALS
Test Ua 1 (traction): 	 20 N according NF EN 60068-2-21
Test Ua 2 (thrust): 	 4 N according NF EN 60068-2-21

 FLAME RESISTANCE
Compliant UL 94 V0
NF C20-622

Affected fuse: Fuseholder 6,3 x 32

Your partner for high performance connectors and attachment systems

The fuse holder, for professional use, is intended to be equipped with 
fuse cartridges.

This fuse holder/fuse assembly protects dedicated equipment (electrical 
and/or electronic circuits).

It can be found, for example,  in the cockpit of a helicopter (see photo).
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TECHNICAL DRAWINGS

 BODY OF FUSE HOLDER

 PLUG OF FUSE HOLDER

The plug is available in 3 colors to allow a visual polarization. Designation Part number

Black plug Please consult us

Yellow plug Please consult us

Green plug Please consult us

Designation Part number

Body without plug Please consult us

Body with black plug Please consult us

Body with yellow plug Please consult us

Body with green plug Please consult us
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